Ref 

# 


Hits 


Search Query 


DBs 


Default 
Operator 


Plurals 


Time Stamp 


SI 


647 


324/656,637,642.0015. 


US-PGPUB; 
USPAT 


OR 


ON 


2005/04/13 10:39 


S2 


123 


324/656,637,642x015. and 
characteristic adj impedance 


US-PGPUB; 
USPAT 


OR 


ON 


2005/04/13 10:39 


S3 


21 


324/656,637,642x015. and 
characteristic adj impedance and 
open adj circuit and short adj 
circuit 


US-PGPUB; 
USPAT 


OR 


ON 


2005/04/13 11:15 




02 


324 /$xcls. and characteristic adj 
impedance and (open adj circuit 
and short adj circuit) with 
impedance 


US-PGPUB; 
USPAT 


OR 


ON 


2005/04/13 11:17 


S5 


6 


"324"/$xcls. and characteristic adj 
impedance and (open adj circuit 
and short adj circuit) with 
impedance and frequency adj 
domain 


US-PGPUB; 
USPAT 


OR 


ON 


2005/04/13 11:19 


S6 


69 


characteristic adj impedance same 
(open adj circuit and short adj 
circuit) with impedance 


US-PGPUB; 
USPAT 


OR 


ON 


2005/04/14 09:54 


S7 


38 


calculat$3 with characteristic adj 
impedance and open adj circuit 
and short adj circuit 


US-PGPUB; 
USPAT 


OR 


ON 


2005/04/14 16:14 


S8 


-> 

3 


calculat$3 with characteristic adj 
impedance and measur$4 with 
open with circuit and measur$4 
with short with circuit 


US-PGPUB; 
USPAT 


OR 


ON 


2005/04/13 13:05 


S9 


12 


( 3715667 | 3771056 | 
"4156842" | "4463308" | 
"4621226" | "4777429").PN. OR 
("4904927").URPN. 


US-PGPUB; 

USPAT; 

USOCR 


OR 


ON 


2005/04/13 11:29 


S10 


16 


(characteristic adj impedance 
same open same short).ab. 


US-PGPUB; 
USPAT 


OR 


ON 


2005/04/13 11:47 


Sll 


8 


calculat$3 with characteristic adj 
impedance and measur$4 with 
open and measur$4 with short 


US-PGPUB; 
USPAT 


OR 


ON 


2005/04/13 13:07 


S12 


11 


calculat$3 with characteristic adj 
impedance and measur$5 with 
open and measur$5 with short 


US-PGPUB; 
USPAT 


OR 


ON 


2005/04/13 16:07 


S13 


4 


("5168237" | "5402073" | 
"5444759").PN. OR ("5528152"). 
URPN. 


US-PGPUB; 

USPAT; 

USOCR 


OR 


ON 


2005/04/13 13:46 




4 


calculat$3 with characteristic adj 
impedance and measur$5 with 
open and measur$5 with short 


USOCR; 
EPO; JPO; 
DERWENT; 
IBM_TDB 


OR 


ON 


2005/04/13 13:52 
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S15 


150 


characteristic adj impedance and 
measur$5 with open and 
measur$5 with short 


US-PGPUB; 
USPAT 


OR 


ON 


2005/04/13 16:07 


S16 


20 


characteristic adj impedance same 
measur$5 with open same 
measur$5 with short 


US-PGPUB; 
USPAT 


OR 


ON • 


2005/04/13 16:07 


S17 


2 


characteristic adj impedance adj 
verification 


US-PGPUB; 
USPAT 


OR 


ON 


2005/04/14 09:56 


S18 


67 


characteristic adj impedance with 
threshold 


US-PGPUB; 
USPAT 


OR 


ON 


2005/04/14 09:57 


S19 


14 


package adj level and short adj 
circuit and open adj circuit 


US-PGPUB; 
USPAT 


OR 


ON 


2005/04/14 13:54 


S20 


932 


characteristic adj impedance and 
open adj2 circuit and short adj2 
circuit 


US-PGPUB; 
USPAT 


OR 


ON 


2005/04/14 16:14 


S21 


165 


characteristic adj impedance same 
open adj2 circuit same short adj2 
circuit 


US-PGPUB; 
USPAT 


OR 


ON 


2005/04/14 16:15 


S22 


173 


characteristic adj impedance same 
open with impedance same short 
with impedance 


US-PGPUB; 
USPAT 


OR 


ON 


2005/04/14 16:17 


S23 


33 


characteristic adj impedance same 
open with impedance same short 
with impedance same measur$5 


US-PGPUB; 
USPAT 


OR 


ON 


2005/04/14 16:17 
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